
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
The ASCO crease table for roman blinds is designed for making crease lines in roman blind fabrics. The 
machine is modular designed and is available for fabric widths from 150 up to 350 cm and panel lengths up 
to 500 cm. 
 
The machine is equipped with an automatic crease device with adjustable crease pressure, a clamping unit 
to hold the fabric during creasing and a programmable carriage with fabric clamp to pull the fabric on the 
table. After the operator has put the fabric in the pulling clamp, a panel is creased fully automatic. 
Programming is done manually or with a barcode reader, for example one starting dimension (absolute 
position A) and several times a panel height (n times relative position B). 
 
The ASCO crease table is always built according to your demands. Ask you ASCO agent for all the options 
and possibilities. 
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CREASE TABLE FOR ROMAN BLINDS 



 
 
 

Automatic crease unit with adjustable 
crease pressure. 

Fabric pull clamp 

Brush for keeping tension on 
 the fabric during pulling 

Operating display 



 

 
Dimensions in mm 

 
TECHNICAL DATA 
 
Fabric & crease width: 150 – 350 cm 
Panel length:   40 – 500 cm 
Working height:  95 ± 5 cm 
Crease speed:  0,1 – 1 m/s (adjustable) 
Pull speed:   0,5 m/s 
Working pressure:  6 bar 
Power:    0,4 kW  208/240 V  50/60 Hz 
Weight:   approx. 800 to 1300 kg 
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